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Benamning /
Product name:

Artikel nr. /
Item no.:

Ljuskalla /
Light source:

Teknisk data /
Technical data:

Ytbehandling /

Surface treatment:

Skotselrad /
Care instructions:

Art. No Reviderad
J30200F99, J30200F72 2023-02-14

Tratten, vagglampa / wall lamp

J30200F99, J30200F72

Max 10 W LED, E27

220-240V, 50Hz KL1, IP23

R& koppar, fornicklad massing, rd massing / Rough
copper, nickel-plated brass, rough brass

Ytan torkas med en latt fuktad, mjuk trasa.
Eventuellt kan en mild tvallésning anvandas.
Anvand inte starka lésningsmedel.

Wipe the surface with a damp soft cloth.

Use a mild soap, only if necessary.

Do not use strong solvents, it will damage the
surface.
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Montageinstruktion / Installation instruction

Allméant/ General

Denna armatur ar godkand fér montage bade
utomhus- och inomhus.

Sakerstall att du anvander dig av fastelement som
ar godkanda for det material som du skall fasta
lampan mot.

Folj de anvisningar som finns pa lampan samt
bifogad instruktion for korrekt montage.

Notera att det dranagehal som finns i vaggfastet
skall riktas nedat, se fig. 2 sid. 4.

This luminaire is suitable both for outdoor and
indoor use.

Ensure that you use suitable screws and dowels
for the materials when installing.

Follow the markings on the luminaire when
installing your product and the installation
instruction in this leaflet.

Please notice that the drain hole in the frame shall
be mounted downwards, fig 2 page 4.

The lamp contained in this luminaire shall only be
replaced by the manufacturer or his service agent or
other qualified person.


mailto:info@orsjo.com
http://www.orsjo.com/

O

Tratten

Art. No Reviderad
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Symboler/ Symbols

Varning for stromférande delar /
e Caution, risk of electrical shock

Vikt/ Weight of product 1,5kg

Kopplingsschema/

Wiringdiagram

Anslutningskablar
/ Supplycord

Vit kabel/White cord

NO

GO =

Terminalblock

LO

Vit kabel/White cord

Fig 1 Kopplingsschema for armaturen notera att jord kabeln
skall kopplas pa separat jordplint med jordsymbolen/ Wiring
diagram for the luminaire, notice that the earth cord should
connect separate on the earthblock with earth symbol

Kontakta en behdrig elinstallatér om du ar tveksam till hur du
skall installera armaturen / Contact a qualified electrician if you
are unsure how to install the luminaire.
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Infastning pa vagg/
Wall mounting

\

Drain hole

Skruvhal for infastning
pa vagg / Screw hole
for wall mounting

Fig 2 1.vaggfaste / 1. Wall bracket. 2. Monteringsanvisning fér montering pa
vagg med markerat dranagehal. / 2. Mounting instruction for mounting on a
wall with marked drain hole.

Séakerstall att du anvander dig av fastelement som &r godkanda
for det material som du skall fasta lampan mot. Skruvhal for
infastning skall alltid placeras horisontellt mot varandra

/l Ensure that you use suitable screws and dowels for the
materials when installing the luminaire. Screw hole for wall
mounting should always places in a horizontal to each other.
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Fig 3. Armaturens yttermatt / The luminaire dimensions
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